Loose Buffer Tube/Small Cable Rewinder

RW1250 DIMENSIONS 211" (5359mm) wide X 57" (1434mm) deep X 75” (1905mm) high

Rewinding of optical fiber cable and electrical wire and cable
Ability to run to an operator entered set length

Speeds up to 500 meters per minute

Spool sizes from DIN 800 to DIN 1250

Product diameter from 1 to 5 millimeters

Optional laser gauge inspection  station with automatic stop and
reverse product until flaw is at the inspection stand
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Additional Features and Specifications

Spool weight up to 1500 kg (3300 Ibs)

Double wrap variable tension dancer

Precision traverse with digital AC servo motor and drive ensures level winding
Spool spindles driven by AC vector motor and VF drive

Spool loading/unloading by roll-on pneumatic lift tables

Continuous measurement of reel diameter for smoother winding

PLC control with operator panel

Operates on 380-415/440-480VAC 3 Phase 50/60 Hz

Requires 60 PSI (4 bar) plant air supply
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Payoff Unit \ ' Take-up Unit

TDC, formed in 1978, has produced equipment for the fiber optic and metallic cable

industries for over 30 years. TDC machines a re operating today in many countries around

the world. Our product range also includes the following types of machinery:

<
<
<
<
<

Fiber optic coloring lines < Capstans

Fiber optic ribbon lines < Take-ups

Fiber optic proof testers < Powder applicators

Respooling lines for cable, fiber or ribbon << Controls upgrade for older equipment
Individual or multiple payoff systems for wire, << Gantry style payoffs and take-ups for large
fiber and tape cable reels
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