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· A clean working environment 

· Quiet reliable operation 

· Precise powder cover control 

· Self-cleaning filter system 

· Reversible line direction & mobility 

· Well-proven performance worldwide 

· Three standard models, up to 75mm 

capacity 

· Custom models up to 100mm round 

and 150mm wide strip 

· CE Certified 



 

The heart of the system is the special patented design 
of the powder applicator. Except for the self cleaning 
rotary filter, there are no moving parts in direct contact 
with the powder. The filter bearings and drive are 
external and are not affected by powder. The patented 
rotating system is self-cleaning.  
 
CHALKMASTER is an effective method of applying 
talcum and SAP powders to cables on a production 
line. The quiet operation and reduction of powder in the 
atmosphere have made it a well-proven method of 
meeting improved Health & Safety Standards. Units are 
in operation throughout the world, handling powder 
applications in many diverse environments. 
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FEATURES AND BENEFITS  
 
The latest design incorporates a number of features 
which have been developed after many years of 
extensive study and with the co-operation of users and 
operators of the CHALKMASTER equipment.  
 
· Three models for diameter ranges up to 30mm, 

50mm , 75mm 
· Fully mobile system fitted with ball-bearing silent 

castors 
· Flashing beacon to indicate powder refill required 

· Plug and socket for quick electrical input supply 
connection 

· Quick-release connection for easy air input supply 

· Plug and socket connections for main electrical 
components 

· Line height adjustment through screw-type jacking 
feet 

· Reliable, low maintenance machine with few 
moving parts 

· Quiet, low pollution operation reducing health 
hazards 

· Economic performance with adjustable powder 
control 

· Complies with CE Health & Safety norms 
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1. Powder Low Level Flashing Beacon 8. Rotating Self Cleaning Filter 

2. Powder Deposition Control Air-wipe 9. Removable Inspection Panel 

3. Exit Powder Catch Trough 10.  Adjustable Input Guide Rolls 

4.  Machine Control Panel 11. Powder Low-level Sensor 

5. Fluid-bed of Powder 12.  Powder Evacuation Valve 

6. Vortex Tube Powder Applicators 13.  Microporous Ceramic Base Tile 

7. Easy-glide Rubber Tyred Casters 14. Filter Exhaust Vacuum Motor 

  15.  Adjustable Jacking Feet 
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TDC, formed in 1978, has produced wire and 
cable equipment for more than 15 years 
and TDC machines are operating today in 
more than 20 countries around the world. 
 
TDC also offers fiber, wire, and tape payoffs 
for your cable plant and custom equipment 
for your unique requirements. 

PCS 
Powder collection 

and recycle system 

SB 
Sub-base to increase product 

centreline height from 
standard 1000mm 

BiD 
Switch for 

changing direction 
of operation using 

 dual powder 
deposition controls 

IAD 
Adjustable 

 diaphragm valves 
 for input and 

 exit ports 

FStr 
Flat strip system 

 100mm wide 
 (max) 

CCS 
Catenary cable 

 system 12 degree angle 
(max) 

The basis of the CHALKMASTER design 
concept is the creation of an effective fluid-bed 
of powder by passing compressed air through a 
micro-porous ceramic tile, via a regulator and 
air filter.  The powder is then accelerated up the 
twin applicator tubes and is directed onto the 
product which passes continuously through the 
machine. 
 
Powder is pumped continuously through the 
applicator tubes, while air is extracted by a 
powerful vacuum motor, through a self-cleaning 
rotating filter.  A negative pressure is produced 
within the machine, which creates an air intake 
at the input and exit ports; this stops powder 
escape into the workplace. 
 
Powder depostion is controlled by an air wipe 
system which provides a simple effective 
method of applying qualified powders on a 
continuous production line. 

CHALKMASTER  Optional Features  


