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· Optical fiber proof testing at speeds up to 2100 MP M 

· The machine is controlled by PLC with user friendly  operator interface 

· Proof stress is adjusted to meet the requirements o f EIA/TIA FOTP-31C 

· Handles wide range of spools 

· Also functions as a fiber respooler 

PT 300HS DIMENSIONS 83” (2110mm) wide X 87” (2210mm) deep X 86” (2185mm) high 

TDC PT 300HS   



Machine Specifications 
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· Electronically geared capstans for precise stress control 

· Reliable digital AC servo motors and drives 

· Low friction precision wheels for gentle fiber handling 

· Non contact ribbon sensor at the payoff 

· Horizontal low inertia pneumatic dancers 

· Precision takeup for a high quality wind 

· Spool sizes up to 500 mm OAW and 500 mm OD 
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Utilities 
Power            220v or 380-415/440-480v AC 50/60 HZ, 3 Phase 
Air                 60 psi (4 bar) 

TDC, formed in 1978, has produced UV 
coloring equipment for more than 15 years 
and TDC machines are operating today in 
more than 20 countries around the world. 
 
TDC also offers Ribbon Lines, Coloring  
Lines, Ribbon Respoolers, individual 
components for your fiber optic plant and 
custom equipment for your unique 
requirements. 


